


Xi-Wob System Assembly
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1.The Xi-Wob is designed for mounting on
semi-rigid polyethylene or steel drops.

Do not use PVC.

2. Mount the Xi-Wob no more than 1 ft. (0.3 m)

below truss rod.
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1. Pressure regulators can be installed at the top
of the drop, or near the applicator.

2. Always follow your customized printout for
proper pressure regulator placement.

Important: To maintain product warranty and maximize drop
component life, refer to the information and diagrams here.
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610 (Blue)
6-Groove 10-degrees
Medium Droplets
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615 (Black)
6-groove 15-degrees
Large Droplets

910 (Gray)
9-groove 10-degrees
Small Droplets
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605-TOP (White)
6-groove 5-degrees
Medium Droplets

Nozzle Sizes

IMRMQYQ #7 7/64" (2.78 mm) | #10 5/32" (3.97 mm)| #10 5/32" (3.97 mm)| #10 5/32" (3.97 mm)
1E\MQYQ #24 3/8"(9.53mm) | #24 3/8" (9.53mm) | #24 3/8" (9.53mm) | #24 3/8" (9.53 mm)
Flows

IMRMQYQ 1.09 gpm (248 L/hr) 2.24 gpm (509 L/hr) | 2.24 gpm (509 L/hr) 2.24 gpm (509 L/hr)
1E\MQYQ 15.8 gpm (3584 L/hr) | 15.8 gpm (3584 L/hr) | 15.8 gpm (3584 Lihr) | 15.8 gpm (3584 L/hr)
Maximum Spacing**

at 6 ft (1.8 m) ground clearance

18 ft (5.49 m)

20 ft (6.10 m) 181t (5.49m) | 20 ft. (6.10 m)
Pressure at the Nozzle

IMRMQYQ 10 psi (0.69 bar) 10 psi (0.69 bar) 10 psi (0.69 bar) 10 psi (0.69 bar)
1E\MQYQ 15 psi (1.03 bar) 15 psi (1.03 bar) 15 psi (1.03 bar) 10 psi (0.69 bar)

* It is recommended that larger nozzle sizes be used only on soils and slopes that can handle higher application rates.
** For optimum performance Senninger recommends the use of maximum spacing for 1-2 spans only.
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Made in the U.S.A.



